














187664

Exhibit A

of Appeal. The Floating Structures Code Board of Appeal may provide
reasonable interpretations of the requirements of this Title and the applicable
Building Code and may grant an appeal if the Board finds one of the following:

1. the Building Official or Director did not correctly apply or interpret this
Title or the Building Code;

2, special individual reasons make application of the strict letter of this Title
or the Building Code impractical, the modification is in compliance with
the intent and purpose of this Title or the Building Code, and such
modification does not lessen health, life and fire safety or structural
requirements of the floating structure; or

3. any alternative material, design or method of construction and equipment
complies with the intent of this Title and the Building Code and the
material, method or work offered is, for the purpose intended, at least the
equivalent of that prescribed in this Title or the Building Code in quality,
strength, effectiveness, fire resistance, durability, and safety. The Floating
Structures Code Board of Appeal may not waive the requirements of this
Title or the applicable Building Code.

Any person aggrieved by a final decision of the Floating Structures Code
Board of Appeal may, within 30 days after the date of the decision, appeal
to the appropriate advisory board of the State of Oregon Department of
Consumer and Business Services.

f. Section 28.05.010, Floating Structures, Subsection B., is hereby amended as follows:
28.05.010 Floating Structures.

B. Separation required between floating existing structures.

1. The separation existing on January 1, 2008 between one floating structure
and another may be maintained provided such separation is:

a. Documented on the moorage map that is maintained by the
owner/operator of the moorage facility; and

b. Provided that the Harbor Master determines that such spacing does
not pose a high fire or life safety risk. A copy of the updated
moorage map shall be provided to the Harbor Master, by-netlater
thanJanuary12008-which shows the conditions and uses in place
as of January 1, 2008. The Director shall refer to this map in
determining whether an existing structure is grandfathered under
Title 28.
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g Section 28.05.020, Moorages, Subsection B., is hereby amended as follows:
28.05.020 Moorages.
B. Regulations pertaining to repairs to moorages and marinas.
3. Walks and walkways and their supporting structure: The following repairs

of existing walks and walkways are allowed within any 12 month period
without permit or inspection:

a. Replacement of no more than 50 percent of the decking, stringers
and floatation logs or other floatation material with like or better
materials in a like manner. Substantiating data may be required to
determine compliance with this Section

b. Repair or replacement of less than fifty-pereent-{50%) 50 percent of
the concrete portions of an individual concrete float with like or

better materials in a like manner. Substantiating data may be
required to determine compliance with this Section.

h. Section 28.06.020, Materials and Installations, Subsections A. and C., are hereby amended
as follows:

28.06.020 Materials and Installations.

A.  Structural materials. Structural members and connectors within 18 inches of the
water, except logs used for floatation, steel stringers and steel piling, shall be
fabricated of materials with natural resistance to decay or be coated or treated such
that the materials will resist deterioration due to their proximity to the water. In
general: framing lumber within 18 inches of the water and decking material which
is exposed to the weather shall be pressure treated with an approved preservative.
Framing connectors, anchoring chain, shackles and shackle pins or other anchoring
devices shall be hot-dipped galvanized or non-corrosive metal except for the pins
that connect stringers to the floatation logs. Plywood shall have exterior type
adhesive; exposed plywood shall be exterior grade._ Structural members may
consist of composite materials if such materials are approved by the Director.

. Energy Efficiency. The exterior building envelope of the floating structure
including exterior walls, floors, roofs, doors, windows, and skylights as well as the
mechanical, electrical, and plumbing systems for the structure shall comply with
the energy efficiency requirements of the State of Oregon Building Code, as defined

in Oregon Rev1sed Statutes Section 455 OlORes*dea&al—Speeral-ﬁ#—Gede—@G@S—}-eﬁ
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such as main floor underfloor insulation, shall be of a type approved for damp
locations.



